Product overview
for outdoor silos

Equipment, spare parts, etc.
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The silo is mounted with: .
A
1. Ventilation with the option of connecting a ventilation pipe. hi
2. 1pc. supply pipe with large bend. %
3. 1pc.cyclone. L G
4. Cone with 62,5° slope.
5. Rain collar above outlet. il
6. Robust galvanised steel mount. Total
height
(B)
(*) The volume of the silo in m”. T
(**) Approx. content tonnes of feed at a density of 650 kg/m’.
(A) Inner diameter of silo.
(B) Total height of the silo from the foundation to the top of the cyclone.
(C) Ground height underneath the silo 540/520 mm. 0 J 62,5° A
(D) Distance between two parallel legs. *) With 6 legs. L
Ground 6
clearance
Diameter (A) 5
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FC4,5 m? FCE m* FCEm? FCI0 m?

2207'609C

Type Volume Dimensions Item no.
Fe Volume Content  Diameter* Total height*  Ground Number ~ Excl.supply 4" supply
(*) (*) (R) (B) clearance* (C)  of legs system system

FC4,5 45m’ 29t 2.400 4.290 540/520 4 pcs. o) U Qi | ] e @
FC45U 4,5m’ 29t 2.400 4.290 540/520 4 pcs. AT Bl Elo
FC4,5M 4,5 m’ 29t 2.400 4.290 540/520 4 pcs.

FC4,5U/M 4,5 m? 29t 2.400 4.290 540/520 4 pcs.

FC6 6 m’ 39t 2.400 4.600 540/520 4 pcs. U] 0B W) | AU GO Gt
FCe U 6m’ 39t 2.400 4.600 540/520 4 pcs. Z00) EEB Ol
FC6 M 6m’ 39t 2.400 4.600 540/520 4 pcs.

FC6 U/M 6 m’ 39t 2.400 4.600 540/520 4 pes.

FC8 8m’ 52t 2.400 5.090 540/520 4 pcs. 2001 S e | AL G (A
FCa U 8m’ 52t 2.400 5.090 540/520 4 pcs. Aol EE) CPvz
FC8 M 8m’ 52t 2.400 5.090 540/520 4 pcs. 200 GO0 (2] | A0l (IR @
FC8 U/M 8m’ 52t 2.400 5.090 540/520 4 pcs. 200 B0 @A
FC10 10m? 68t 2.400 5.600 540/520 4 pcs. 200 Sloe) WER | 200 EloloE) (el
FC1oU nom 68t 2.400 5.600 540/520 4 pcs. 2 GleE) GERR
FC10 M 10m? 68t 2.400 5.600 540/520 4 pcs. 2000 GO0 (RPE) | A0l (olR) @l
FC10 U/M 10m? 68t 2.400 5.600 540/520 4 pcs. AU 0B e

*All unspecified meassures are in mm. Product overview revised September, 2022. Reservations are made for printing errors and price changes. m
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FC40 m?

2207'609C

Type Volume Dimensions Item no.
Fe Volume Content  Diameter* Total height*  Ground Number  Excl.supply 4" supply 5" supply
(*) (**) (A) (B) clearance* (C)  of legs system system system
FC13 13,0m? 84t 2.400 6.100 540/520 4 pcs. 2001 8003 1021 2001 8003 1001 2001 8003 1011
FC13 U 13,0 m? 84t 2.400 6.100 540/520 4 pcs. 2001 8003 1002 2001 8003 1012
FC13 M 13,0 m? 84t 2.400 6.100 540/520 4 pcs. 2001 8003 1023 2001 8003 1003 2001 8003 1013
FC13U/M 13,0m? 84t 2.400 6.100 540/520 4 pcs. 2001 8003 1004 2001 8003 1014
FC16 16,0 m? 10,4 t 2.400 6.760 540/520 4 pcs. 2001 8003 1121 2001 8003 1101 2001 8003 1111
FC16 U 16,0 m? 10,4t 2.400 6.760 540/520 4 pcs. 2001 8003 1102 2001 8003 1112
FC16 M 16,0 m? 10,4t 2.400 6.760 540/520 4 pcs. 2001 8003 1123 2001 8003 1103 2001 8003 1113
FC16 U/M 16,0 m? 104t 2.400 6.760 540/520 4 pcs. 2001 8003 1104 2001 8003 1114
FC21 21,0m?3 13,7t 2.400 7.860 540/520 4 pcs. 2001 8003 1221 2001 8003 1201 2001 8003 1211
FC21U 21,0m? 13,7t 2.400 7.860 540/520 4 pcs. 2001 8003 1202 2001 8003 1212
FC21 M 21,0m3 13,7t 2.400 7.860 540/520 4 pcs. 2001 8003 1223 2001 8003 1203 2001 8003 1213
FC21U/M 21,0m?3 13,7t 2.400 7.860 540/520 4 pcs. 2001 8003 1204 2001 8003 1204
FC26 26,0 m? 169t 2.400 8.970 540/520 4 pcs. 2001 8003 1321 2001 8003 1301 2001 8003 1311
FC26 U 26,0m?3 16,9t 2.400 8.970 540/520 4 pcs. 2001 8003 1302 2001 8003 1312
FC26 M 26,0 m? 16,9t 2.400 8.970 540/520 4 pcs. 2001 8003 1323 2001 8003 1303 2001 8003 1313
FC26 U/M 26,0m?3 16,9t 2.400 8.970 540/520 4 pcs. 2001 8003 1304 2001 8003 1314
FC32 32,0m?3 20,8t 2.400 10.420 540/520 4 pcs. 2001 8003 1421 2001 8003 1401 2001 8003 1411
FC32U 32,0m? 208t 2.400 10.420 540/520 4 pcs. 2001 8003 1402 2001 8003 1412
FC32 M 32,0m?3 20,8t 2.400 10.420 540/520 4 pcs. 2001 8003 1423 2001 8003 1403 2001 8003 1413
FC32 U/M 32,0m?3 208t 2.L00 10.420 540/520 4 pcs. 2001 8003 1404 2001 8003 1414
FC40 40,0 m? 260t 2.400 12.065 540/520 4 pcs. 2001 8003 1521 2001 8003 1501 2001 8003 1511
FCa0 U 40,0 m? 260t 2.400 12.065 540/520 4 pcs. 2001 8003 1502 2001 8003 1512
FC4aOM 40,0 m* 260t 2.400 12.065 540/520 4 pcs. 2001 8003 1523 2001 8003 1503 2001 8003 1513
FC4OoU/M 40,0m? 260t 2.400 12.006 540/520 4 pcs. 2001 8003 1504 2001 8003 1514
*All unspecified meassures are in mm. Product overview revised September, 2022. Reservations are made for printing errors and price changes. m
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FC40 m* FC50 m? FC70 m? FC75 m?
Type Volume Dimensions Item no.
Fe Volume Content  Diameter* Total height*  Ground Number  Excl.supply 4" supply 5" supply
*) 9 (A) (B) clearance*(C)  of legs system system system
FC40 40,0 m? 260t 3.000 9.300 540/520 4 pes. 2001 8003 2021 2001 8003 2001 2001 8003 2011
FC40 U 40,0m? 260t 3.000 9.300 540/520 4 pcs. 2001 8003 2002 2001 8003 2012
FCsOM 40,0 m? 260t 3.000 9.300 540/520 4 pcs. 2001 8003 2023 2001 8003 2003 2001 8003 2013
FC4O U/M 40,0 m? 260t 3.000 9.300 540/520 4 pcs. 2001 8003 2004 2001 8003 2014
FC50 50,0 m? 325t 3.000 10.750 540/520 4 pcs. 2001 8003 2121 2001 8003 2101 2001 8003 2111
FC50U 50,0 m? 325t 3.000 10.750 540/520 4 pcs. 2001 8003 2102 2001 8003 2112
FC50 M 50,0 m? 325t 3.000 10.750 540/520 4 pcs. 2001 8003 2123 2001 8003 2103 2001 8003 2113
FC50 U/M 50,0 m? 325t 3.000 10.750 540/520 4 pcs. 2001 8003 2104 2001 8003 2114
FC60 60,0 m? 390t 3.000 12.130 540/520 4 pcs. 2001 8003 2221 2001 8003 2201 2001 8003 2211
FCeO U 60,0 m? 390t 3.000 12.130 540/520 4 pcs. 2001 8003 2202 2001 8003 2212
FCeOM 60,0 m3? 390t 3.000 12.130 540/520 4 pes. 2001 8003 2223 2001 8003 2203 2001 8003 2213
FC60 U/M 60,0m? 390t 3.000 12.130 540/520 4 pcs. 2001 8003 2204 20018003 2214
FC70 70,0 m’ 455t 3.000 13.540 540/520 4 pcs.. 2001 8003 2321 2001 8003 2301 2001 8003 2311
FC70U 70,0 m’ 455t 3.000 13.540 540/520 4 pcs. 2001 8003 2302 2001 8003 2312
FC70 M 70,0 m* 455t 3.000 13.540 540/520 4 pcs. 2001 8003 2323 2001 8003 2303 2001 8003 2313
FC70U/M 70,0 m? 455t 3.000 13.540 540/520 4 pcs. 2001 8003 2304 2001 8003 2314
FC75 75,0 m3 488t 3.000 14.255 540/520 6 pcs. 2001 8003 2421 2001 8003 2401 2001 8003 2411
FC75U 75,0m? 48,8t 3.000 14.255 540/520 6 pcs. 2001 8003 2402 2001 8003 2412
FC75M 75,0 m?3 48,8t 3.000 14.255 540/520 6 pcs. 2001 8003 2423 2001 8003 2403 2001 8003 2413
FC75 U/M 75,0 m?3 48,8t 3.000 14.255 540/520 6 pcs. 2001 8003 2404 2001 8003 2414

*All unspecified meassures are in mm.
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Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Type Volume Dimensions Item no.
Fe Volume Content  Diameter* Total height*  Ground Number  Excl.supply 4" supply 5" supply
(*) (**) (A) (B) clearance* (C)  of legs system system system
FC80 80,0 m* 52,0t 3.350 12.970 540/520 6 pcs. 2001 8003 3021 2001 8003 3001 2001 8003 3011
FCso U 80,0 m* 520t 3.350 12.970 540/520 6 pcs. 2001 8003 3002 2001 8003 3012
FCsoM 80,0 m* 520t 3.350 12.970 540/520 6 pcs. 2001 8003 3023 2001 8003 3003 2001 8003 3013
FC80 U/M 80,0 m* 520t 3.350 12.970 540/520 6 pcs. 2001 8003 3004 2001 8003 3014
FCo0 90,0 m® 58,5t 3.350 14.100 540/520 6 pcs. 2001 8003 3121 2001 8003 3101 2001 8003 3111
FCoo U 90,0 m? 58,5t 3.350 14.100 540/520 6 pcs. 2001 8003 3102 2001 8003 3112
FCooM 90,0 m? 58,5t 3.350 14.100 540/520 6 pcs. 2001 8003 3123 2001 8003 3103 2001 8003 3113
FCo0 U/M 90,0 m? 58,5t 3.350 14.100 540/520 6 pcs. 2001 8003 3104 2001 8003 3114
FC100 100,0 m? 65,0t 3350 15.240 540/520 6 pcs. 2001 8003 3221 2001 8003 3201 2001 8003 3211
FC100U 100,0 m? 650t 3350 15.240 540/520 6 pcs. 2001 8003 3202 2001 8003 3212
FC100 M 100,0 m? 650t 3350 15.240 540/520 6 pcs. 2001 8003 3223 2001 8003 3203 2001 8003 3213
FC100U/M  100,0 m’ 650t 3350 15.240 540/520 6 pcs. 2001 8003 3204 2001 8003 3214

*All unspecified meassures are in mm.
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FC120 m?

FC130 m?

Type Volume Dimensions Item no.
Fe Volume Content  Diameter* Total height*  Ground Number  Excl.supply 4" supply 5" supply
*) 9 (A) (B) clearance*(C)  of legs system system system
FC110 110,0 m* 715t £4.000 13.040 540/520 8 pcs. 2001 8003 4021 2001 8003 4001 2001 8003 4011
FC110U 110,0 m’ 715t 4.000 13.040 540/520 8 pcs. 2001 8003 4002 2001 8003 4012
FC110M 110,0 m? 715t 4.000 13.040 540/520 8 pcs. 2001 8003 4023 2001 8003 4003 2001 8003 4013
FC110U/M 110,0 m? 715t 4,000 13.040 540/520 8 pcs. 2001 8003 4004 2001 8003 4014
FC120 120,0 m? 780t 4.000 13.830 540/520 8 pcs. 2001 8003 4121 2001 8003 4101 2001 8003 4111
FC120U 120,0 m? 780t 4,000 13.830 540/520 8 pcs. 2001 8003 4102 2001 8003 4112
FC120M 120,0 m? 780t 4.000 13.830 540/520 8 pcs. 2001 8003 4123 2001 8003 4103 2001 8003 4113
FC120 U/M 120,0 m? 780t 4.000 13.830 540/520 8 pcs. 2001 8003 4104 2001 8003 4114
FC130 130,0 m? 84,5t 4.000 14.630 540/520 8 pcs. 2001 8003 4221 2001 8003 4201 2001 8003 4211
FC130U 130,0 m? 84,5t 4.000 14.630 540/520 8 pcs. 2001 8003 4202 2001 8003 4212
FC130M 130,0 m? 84,5t 4.000 14.630 540/520 8 pcs. 2001 8003 4223 2001 8003 4203 2001 8003 4213
FC130U/M 1300 m’ 84,5t 4.000 14.630 540/520 8 pcs. 2001 8003 4204 2001 8003 4214
FC140 140,0 m? 910t 4.000 15.430 540/520 8 pcs. 2001 8003 4321 2001 8003 4301 2001 8003 4311
FC140U 140,0 m? 910t 4.000 15.430 540/520 8 pcs. 2001 8003 4302 2001 8003 4312
FC140 M 140,0 m? 910t 4.000 15.430 540/520 8 pcs. 2001 8003 4323 2001 8003 4303 2001 8003 4313
FC140 U/M 140,0 m’ 91,0t 4.000 15.430 540/520 8 pcs. 2001 8003 4301 2001 8003 4314
FC150 150,0 m* 975t 4.000 16.230 540/520 8 pcs. 2001 8003 4421 2001 8003 4401 2001 8003 4411
FC150 U 150,0 m* 955t 4.000 16.230 540/520 8 pcs. 2001 8003 4402 2001 8003 4412
FC150 M 150,0 m? 975t 4.000 16.230 540/520 8 pcs. 2001 8003 4423 2001 8003 4403 2001 8003 4413
FC150 U/M 150,0 m? 95,5t 4,000 16.230 540/520 8 pcs. 2001 8003 4404 2001 8003 4414

*All unspecified meassures are in mm.
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Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Equipment and spare parts

Extras
Pos. Item no.

5
1 2001 8011 0020
2 2001 8011 0025

[ |

=
L 3 2001 8011 0030
4 2001 8011 0031

Vibration motors

Item no.
2001 8020 0000
2001 8020 0001

2001 8020 0002

2001 8020 0003

*All unspecified meassures are in mm.

Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Description

Extra for level indicator stripe in coloured silo, (to be able to see
the fodder in the silo).

Extra for colour except greywhite or clear topcoat.

Farm name/Logo @ 2400 silo. Max. width 800 mm. Max. height 600 mm.
Farm name/Logo @ 3000 silo. Max. width 1200 mm. Max. height 800 mm.

Description
Vibration motor MVE100.
Vibrationmotor MVE200.

FRP bracket for vibration motor and adhesive (self-mounting).

Control unit for vibration motor.

8/24
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Level sensors

Pos. Item no. Description
9 2001 8021 0000 Dol sensor 41R, 220V complete with plastic cable gland.
10 2001 8021 0001 Fill level sensor mounting set excl. Dol sensor.

Spare parts

Pos. Item no. Description
11 2001 8010 0000 Standard cyclone 4".
12 2001 8010 0001 Standard cyclone 5"
13 2001 8010 0002 Gasket for cyclone.
14 2001 8010 0003 Sleeve for cyclone @200 mm.
15 2001 8010 0004 Rducer @200 - @ 160 mm.
16 2001 8010 0005 \/ent cap @200 mm.
17 2001 8010 0006 \Vent cap @300 mm.
18 2001 8010 0007 Bird net for cyclone.
*All unspecified meassures are in mm. Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Spare parts

Pos.

' 19
=
-

: 20
“ =7
p— 21
\\_‘_,/

Manholes
Pos.
22

23

24

25

26

27a

27b

Item no.

2001 8010 0008

2001 8010 0009

2001 8010 0010

Item no.

2001 8018 0000

2001 8018 0001

2001 8018 0002

2001 8018 0003

2001 8018 0004

2001 8018 0005

2001 8018 0006

*All unspecified meassures are in mm.
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Description

Bolt products and washers for mounting of cyclone.

12 pcs. M8x35 mm, 12 pcs. skiver og 12 pcs. M8 mgtrikker.

Rain collar, old model.

Rain collar, new model.

Description

Manhole with hinged cover, @ 500 mm FRP.

Frame for manhole @ 500 GAP.

Gasket for @ 500 manhole flange.

Gasket for @ 500 manhale cover (O-ring) @: 20 mm, L: 1,8 m.

Cross-arm and turn lock for @ 500 manhole hatch.

Threaded turn lock for hinged manhole hatch.

Threaded rod for swivel lock wheels.

Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Manholes

31

Item no.

2001 8018 0007

2001 8018 0008
2001 8018 0009

2001 8018 0010

>Y{TUNETANKEN

Description

Cover incl. gasket and cross-arm fitting for @ 500 manhole.

Manhole for self-mounting, complete with hinged cover, for silo @ 2400 mm.

Manhole for self-mounting, complete with hinged cover, for silo @ 3000 mm.

Insert for manhole.

Itis recommended to use inserts in all silos, where there are particularly high
demands for the hygiene level.

Bottom outlets, mechanical shutters, couplings, etc.

<
%
-
\ 4
§=?

Item no.

2001 8014 0000

2001 8014 0001

2001 8014 0002

2001 8014 0003

2001 8014 0004

2001 8014 0005

*All unspecified meassures are in mm.

Description
Bottom outlet 102 mm for Tunetanken screw conveyor 30°

@640 mm x H594 mm.

Bottom outlet 102 mm for Tunetanken screw conveyor 45°

@640 mm x H588 mm.

Bottom outlet 150 mm for Tunetanken screw conveyor 30°

P640 mm x H594 mm.

Bottom outlet 150 mm for Tunetanken screw conveyor 45°

@640 mm x H588 mm.

Bottom outlet OK160
@640 mm x H260 mm.

Bottom outlet 45° OK300
@640 mm x H190 mm.

Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Bottom outlet

Pos.

38

39

40

IR N

41

42

43

Lb

45

46

47

Item no.

2001

2001

2001

2001

2001

2001

2001

2001

2001

2001

8012 0000

8012 0001

8012 0002

8012 0003

8012 0004

8012 0005

8012 0006

8012 0007

8012 0008

8012 0009

*All unspecified meassures are in mm.
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Description
Bottom outlet 62° OK300
@640 mm x H320 mm.

Bottom outlet Awile
@640 mm x H621 mm.

Bottom outlet Awile with connection.
@640 mm x H621 mm

Bottom outlet Choretime 0°

@640 mm x H460 mm.

Bottom outlet Choretime 30°

@640 mm x H&460 mm.

Bottom outlet FullFlow 300x300 double extractions with mechanical shutter

@640 mm x H310 mm.

Bottom outlet FullFlow 300x300 double extractions without mechanical shut-
ter

@640 mm x H310 mm.

Bottom outlet FullFlow 300x300 with mechanical shutter
@640 mm x H310 mm.

Bottom outlet 300 x 300 without mechanical shutter
@640 mm x H260 mm.

Bottom outlet Landmeco 15°
@640 mm x H310 mm.

Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Bottom outlet - equipment

Pos. Item no. Description

48 2001 8012 0010 FRP Mechanical shutter OK160

49 2001 8012 0011 FRP Mechanical shutter OK200

50 2001 8012 0012 FRP Mechanical shutter OK300

51 2001 8012 0013 FRP Mechanical shutter 300x300 mm
52 2001 8012 0014 Galvanised mechanical shutter 300x300 mm.
53 2001 8012 0015 0OK160 quick coupling.

54 2001 8012 0016 0OK200 quick coupling.

55 2001 8012 0017 OK300 quick coupling.

56 2001 8012 0018 Cleaning hatch for bottom outlet

57 2001 8012 0019 Rubber cuff for screw conveyor, short.

. 58 2001 8012 0020 Rubber cuff for screw conveyor, long.

59 2001 8012 0021 Band clamp HS64 (@64-144 mm.
60 2001 8012 0022 Band clamp HS128 (§155-216 mm.
r—\e

*All unspecified meassures are in mm. Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Transitions

Pos.

61

62

63

64

65

66

67

68

69

70

¢¢00 ¢G4

Item no.

2001 8013 0000

2001 8013 0001

2001 8013 0002

2001 8013 0003

2001 8013 0004

2001 8013 0005

2001 8013 0006

2001 8013 0007

2001 8013 0008

2001 8013 0009

*All unspecified meassures are in mm.
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Description
15° Redler transition with 15° bend.
L350 x W350 x H136 mm. Manufactured in fiber-reinforced composite.

30° Redler transition with 30° bend.
L350 x W350 x H212 mm. Manufactured in fiber-reinforced composite.

300 x 300 — 300 x 150 transition.

Used to connect a 300 x 300 dimension to a 300 x 150 dimension.
L350 x W350 mm x H180 mm. Manufactured in fiber-reinforced composite.

300 x 300 — 500 x 250 transition
Used to connect a 300 x 300 dimension to a 500 x 250 dimension.

L550 x W350 x H200 mm. Manufactured in fiber-reinforced composite.

300 x 300 — 500 x 500 transition
Used to connect a 300 x 300 dimension to a 500 x 500 dimension.
L550 x W550 x H180 mm. Manufactured in fiber-reinforced composite.

300 x 300 - @150 transition
Used to connect a 300 x 300 dimension to a @150 dimension.

L350 mm x W350 mm x H195 mm. Manufactured in fiber-reinforced compo-
site.

300 x 300 — @300 transition
Used to connect a 300 x 300 dimension to a @300 dimension.

L350 mm x W350 mm x H105 mm. Manufactured in fiber-reinforced compo-
site.

300 x 300 - @435 Choretime transition
Used to connect a 300 x 300 dimension to a @435 Choretime dimension.

H225 x @442 mm. Manufactured in fiber-reinforced composite.

300 x 300 — Q16 transition
Used to connect a dimension 300 x 300 to a dimension Q-16.

L350 x W350 x H153 mm. Manufactured in fiber-reinforced composite.

300 x 300 — @200 transition
Used to connect a 300 x 300 dimension to a 200 dimension.

L350 x W350 x HC195 mm. Manufactured in fiber-reinforced composite.

Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Transitions

Pos.

71

72

73

A

75

76

77

f 1944466

78

79

80

Item no.

2001 8013 0010

2001 8013 0011

2001 8013 0012

2001 8013 0013

2001 8013 0014

2001 8013 0015

2001 8013 0016

2001 8013 0017

2001 8013 0018

2001 8013 0019

*All unspecified meassures are in mm.
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Description
300 x 300 - @250 transition
Used to connect a 300 x 300 dimension to a @250 dimension.

L350 x W350 x H175 mm. Manufactured in fiber-reinforced composite.

300 x 300 — Q-20 transition
Used to connect a 300 x 300 dimension to a dimension Q-20.

L350 x W350 x H118 mm. Manufactured in fiber-reinforced composite.

400 x 150 — 3150 transition
Used to connect a 400 x 150 dimension to a @150 dimension.

Lans x W190,5 x H215 mm. Manufactured in fiber-reinforced composite.

600 x 300 — 300 x 300 transition
Used to connect a 600 x 300 dimension to a 300 x 300 dimension.

L650 x W350 x H270 mm. Manufactured in fiber-reinforced composite.

Choretime 300 x 300 — 250 x 166 transition
Used to connect a 300 x 300 dimension to a 250 x 166 dimension.

L350 x W350 x H120 mm. Manufactured in fiber-reinforced composite.

Daltec 300 x 300 — 350 x 350 transition
Used to connect a 300 x 300 dimension to a 350 x 350 dimension.

L400 x W400 x H50 mm. Manufactured in fiber-reinforced composite.

Egebjerg — square 300 x 300 — circular #1280 transition
Used to connect square 300 x 300 dimension

to circular @280 dimension. L350 x W350 x H125 mm.
Manufactured in fiber-reinforced composite.

OK160 — 150 transition

Used to connect a OK160 dimension to a 150 dimension.

H50 x @170 mm. Manufactured in fiber-reinforced composite.

(?100-@69 transition
Used to connect a 3100 dimension to a @69 dimension.

H160 x @121 mm. Manufactured in fiber-reinforced composite.

(100-(@80 transition
Used to connect a #100 dimension to a @80 dimension.

H100 x @120 mm. Manufactured in fiber-reinforced composite.

Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Transitions

82

83

84

85

86

Item no.

2001 8013 0020

2001 8013 0021

2001 8013 0022

2001 8013 0023

2001 8013 0024

2001 8013 0025

*All unspecified meassures are in mm.

>Y{TUNETANKEN

Description
(?150-@100 transition
Used to connect a #1150 dimension to a @100 dimension.

H150 x @169 mm. Manufactured in fiber-reinforced composite.

($200-@150 transition
Used to connect a 3200 dimension to a 3150 dimension.

H155 x 3220 mm. Manufactured in fiber-reinforced composite.

Q16 — 150 transition
Used to connect a dimension Q16 to a dimension 150.

L180 x W180 x H123 mm. Manufactured in fiber-reinforced composite.

Q20 - 150 transition
Used to connect a dimension Q20 to a dimension 150.

L200 x W200 x H195 mm. Manufactured in fiber-reinforced composite.

Skiold/Aza — 300 x 300 to 280 x 280 transition
Used to connect a 300 x 300 dimension to a 280 x 280 dimension.

L350 x W350 x H60 mm. Manufactured in fiber-reinforced composite.

Transition Funki, frame 300 mm to 375 mm.

Manufactured in stainless steel.

Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Supply pipe

Pos. Item no. Description Item no. Item no.
4" 5"
87 20018016 0000-01 Supply pipe for FC4,5, L: 1.000 mm. 200118016/0000 200(18016/0001
88 20018016 0002-03 Supply pipe for FC6, L: 1.000 + 500 mm. 2] Ells ez U] 5 Eelzs
89 20018016 0004-05  Supply pipe for FC8, L: 1.000 + 1.000 mm. 2001 8016 0004 20018016 0005
90 20018016 0006-07  Supply pipe for FC10, L: 2.400 mm. 2001130(610008 200l50/ela00y
91 20018016 0008-09 Supply pipe for FC13, L: 2.750 mm. 20018016 0008 2001 8016 0009
92 20018016 0010-11 Supply pipe for FC16, L: 3.410 mm. 2001 8016 0010 2001 8016 0011
93 20018016 0012-13 Supply pipe for FC21, L: 4510 mm. 2001l801610072 2001/8016/0073
94 20018016 0014-15 Supply pipe for FC26, L: 5.620 mm. 20018016 0014 2001 8016 0015
95 20018016 0016-17 Supply pipe for FC32, L: 7.070 mm. 20018016 0016 2001 8016 0017
96 20018016 0018-19  Supply pipe for FC40, L: 6.350 mm. 2001180160018 20018016/0019
97 2001 8016 0020-21 Supply pipe for FC45, L: 7.070 mm. 2001 8016 0020 20018016 0021
98 2001 8016 0022-23 Supply pipe for FC50, L: 7.765 mm. 2001 8016 0022 2001 8016 0023
99 2001 8016 0024-25 Supply pipe for FC60, L: 9.180 mm. 2001 8016 0024 2001 8016 0025
100 20018016 0026-27 Supply pipe for FC70, L: 7070 + 3.410 mm zoofisoislonze zeolenielonzy
101 2001 8016 0028-29 Supply pipe for FC75, L: 5.620 mm (2 pcs.). 20l (o @lap 2000 (5 Ep)
102 2001 8016 0030-31 Supply pipe for FC80, L: 7.070 + 2750 mm. AU G EEY T GO
103 2001 8016 0032-33- Supply pipe for FC90; L: 1 pcs. 5.620 mm + 1 pcs. 5.620 mm. 20| B0l OE2 20| B0 @E)
104 2001 8016 0034-35 Supply pipe for FC100, L: 6.350 + 2750 mm. P00 1D (e AT B0l 00k
105 20018016 0036-37 Supply pipe for FC110, L: 6.350 + 4.008 mm. 2] (5 @eE goolienielonsy
106 2001 8016 0038-39 Supply pipe for FC120, L: 7.070 + 4.008 mm. 2001 8016 0038 20018016 0039
107 2001 8016 0040-41 Supply pipe for FC130, L: 7.070 + 4.510 mm. 20 El0iE Qg 20 B0 @]
108 2001 8016 0042-43 Supply pipe for FC140, L: 7.070 + 5.620 mm. 20T Sl Utz ZUTi| Bl O
109 2001 8016 0044-45 Supply pipe for FC150, L: 7.070 + 6.350 mm. zogsoichees AU IO O
*All unspecified meassures are in mm. Product overview revised September, 2022. Reservations are made for printing errors and price changes. T/Zh
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Supply pipe - equipment

Pos. Item no. Description Item no. Item no.
4" 5"

110 2001 8016 0046-47 Supply pipe 0,30 m with 2 pcs. flanges. ZECUERICTEE 20| S @t

l l l 111 2001 8076 0048-49 Supply pipe 0,50 m with 2 pcs. flanges. 208 EE e AU G5

112 2001 8016 0050-51 Supply bend with large radius R=625 A0 (5 @0 A 5 O

(silos from year 2000 and later).

3 113 2001 8016 0052 Supply bend 0,73 m. 2001 8016 0052
114 2001 8016 0053-54 Gasket for supply pipe. 2001 8016 0053 2001 8016 0054
o
? 115 2001 8016 0055-56 Bolt products for mounting of supply pipe. B Wk AUTHEIS Uk
e (4 pcs. bolts M8 x 15 mm and 4 pcs. nuts M8).

Couplings for supply pipe

Pos. Item no. Description Item no. Item no.
4" 5
. 116 2001 8016 0057-58 Danish coupling for supply, standard L: 200 mm. A} L5 W 2] 5 Ee
! 117 2001 8016 0059-60 Swedish coupling for supply, (Perrot). Al (5 @) ARl D EEy
' 118 2001 8016 0061-62 German coupling for supply (3" thread). AU} 5 U 2] ST Eul
\V’\ 119 2001 8016 0063-64 End cover for supply coupling, A0l G5 @i ) D B
*All unspecified meassures are in mm. Product overview revised September, 2022. Reservations are made for printing errors and price changes. 18/24
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Ventilation pipe - set

Pos.

120

121

122

123

124

125

'——‘\.

126

127

128

129

130

Item no.

2001 8017 0000

2001 8017 0001

2001 8017 0002

2001 8017 0003

2001 8017 0004

2001 8017 0005

2001 8017 0006

2001 8017 0007

2001 8017 008

2001 8017 0009

2001 8017 0010

*All unspecified meassures are in mm.

>Y{TUNETANKEN

Description
Ventilation @ 160 for FC4,5, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.060 mm, 1 pc. pipe L: 2.465 mm and 2 pcs. brackets).

Ventilation @ 160 for FC6, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.060 mm, 1 pc. pipe L: 2.775 mm and 2 pcs. brackets).

Ventilation @ 160 for FC8, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.060 mm, 1 pc. pipe L: 3.265 mm and 2 pcs. brackets).

Ventilation @ 160 for FC10, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.060 mm, 1 pc. pipe L: 3.775 mm and 2 pcs. brackets).

Ventilation @ 160 for FC13, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.060 mm, 1 pc. pipe L: 4275 mm and 2 stk. brackets).

Ventilation @ 160 for FC16, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.060 mm, 1 pc. pipe L: 5035 mm and 2 pcs. brackets).

Ventilation @ 160 for FC21, complete with bends,

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.060 mm, 1 pc. pipe L: 6000 mm and 3 pcs. brackets).

Ventilation @ 160 for FC26, complete with bends,

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.060 mm, 1 pc. pipe L: 7100 mm and 3 pcs. brackets).

Ventilation @ 160 for FC32, complete with bends,

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.060 mm, 1 pc. pipe L: 5035 mm and 2 pcs. brackets).

Ventilation @ 160 for FC40, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. Pipe L: 1.360 mm, 1 pc. pipe L: 7600 mm and 3 pcs. brackets).

Ventilation @ 160 for FC45, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.360 mm, 1 pc. pipe L: 8500 mm and 3 pcs. brackets).

Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Ventilation pipe - set

Pos.

131

132

133

134

135

136

137

f—.\‘

138

139

140

141

142

Item no.

2001 8017 0011

2001 8017 0012

2001 8017 0013

2001 8017 0014

2001 8017 0015

2001 8017 0016

2001 8017 0017

2001 8017 0018

2001 8017 0019

2001 8017 0020

2001 8017 0021

2001 8017 0022

*All unspecified meassures are in mm.

>Y{TUNETANKEN

Description
Ventilation @ 160 for FC50, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.360 mm, 2 pcs. pipe L: 5900 and 3100 mm and 3 pcs. brackets).

Ventilation @ 160 for FC60, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.360 mm, 2 pcs. pipe L: 6000 and 4400 mm and 3 pcs. brackets).

Ventilation @ 160 for FC70, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.360 mm 1 pc. pipe L: 6.200 + 5.485 mm and 5 pcs. brackets).

Ventilation @ 160 for FC75, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.360 mm, 2 pcs. pipes L: 6200 and 6200 mm and 3 pcs. brackets).

Ventilation @ 160 for FC80, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends,
1 pc. pipe L: 1.535 mm, 1 pc. pipe L: 6.200 + 4.315 mm and 5 pcs. brackets).

Ventilation @ 160 for FCS0, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends, 1 pc. pipe L: 1.535 mm,
2 pcs. pipes L: 6200 mm, 1 pc. pipe L: 2500 mm and 6 pcs. brackets.)

Ventilation @ 160 for FC100, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends, 1 pc. pipe L: 1.535 mm
2 pcs. pipes L: 6.200 + 1 pc. 3.560 mm and 6 pcs. brackets).

Ventilation @ 160 for FC110, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends, 1 pc. pipe L: 1.860 mm
1 pc. pipe L: 6.200 + 4,985 mm and 6 pcs. brackets).

Ventilation @ 160 for F120, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends, 1 pc. pipe L: 1.860 mm,
1 pc. pipe L: 6.200 + 5.775 mm and 6 pcs. brackets).

Ventilation @ 160 for FC130, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends, 1 pc. pipe L: 1.800 mm,
1 pc. pipe L: 2 x6.200 + 375 mm and 6 pcs. brackets).

Ventilation @ 160 for FC140, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends, 1 pc. pipe L: 1.860 mm,
1 pc. pipe L: 2x6.200 + 1.175 mm and 6 pcs. brackets).

Ventilation @ 160 for FC150, complete with bends.

(1 pc. reducer 200/160, 2 pcs. 90° bends, 1 pc. pipe L: 1.860 mm,
1 pc. pipe L: 2x6.200 + 1.975 mm and 6 pcs. brackets).

Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Ventilation- and supply pipes - equipment

Pos.

143

144
145

146
147
148
149
150

()OO0 [ 5

151
152

!

153
154

AN

155

Item no.

2001 8015 0000

2001 8015 0001

2001 8015 0002

2001 8015 0003
2001 8015 0004
2001 8015 0005
2001 8015 0006
2001 8015 0007

2001 8015 0008
2001 8015 0009

2001 8015 0010
2001 8015 0011

2001 8011 0100

Anchoring brackets

Pos.

156

157

/%; 158
» ,

‘ 159

160

Item no.
2001 8011 0000
2001 8011 0001
2001 8011 0002
2001 8011 0003
2001 8011 0003

*All unspecified meassures are in mm.

>Y{TUNETANKEN

Description

\/entilation bend 90°.

\entilation pipe L: 1.060 mm
\entilation pipe L: 1.360 mm

Pipe clamp @89 mm without spacer. Leg, @ 2.400.
Pipe clamp @ 102 mm without spacer. Supply pipe 4".
Pipe clamp @ 127 mm without spacer. Supply pipe 5",
Pipe clamp @ 114 mm without spacer. Leg, 3 3.000.

Pipe clamp @ 159 mm without spacer. Ventilation pipe.

Bolt products for mounting of pipe clamps per set.

Spacer.

Mounting set for 1 pc. Bracket for supply pipe incl. glue.
Mounting bracket for supply pipe.

Silo dust filter

Description

Anchoring bolts 16x175 mm (silos 4,5 m*- 120 m?).
Anchoring bolts M16 mm. 80 mm.

Anchoring bolts M16 mm.150 mm.

Anchoring bolts M20 mm. 80 mm.

Anchoring bolts M20 mm. 150 mm (silos 130 m?).

Product overview revised September, 2022. Reservations are made for printing errors and price changes.
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Legs, cross-bracings, etc.

Pos. Item no. Description
161 2001 8019 0000 Leg, 2.345 mm.
162 20018019 0001 Leg, 2.880 mm.
163 20018019 0002 Extension of leg, 500 mm per leg.
164 20018019 0003 Extension of leg, 750 mm per leg.
165 2001 8019 0004 Extension of leg, 1.000 mm per leg.
166 20018019 0005 Cross-bracing.
167 2001 8019 0006 Rubber sleeves for silos, 2,345 mm.
168 20018019 0007 Rubber sleeves for silos, 2,880 mm.
Loading cells
Pos. Item no. Description Item no. Item no. Item no.
4 ben 6 ben 8 ben
169 20018011 0005-7 Complete loading cell set. 20018011 0005 20018011 0006 20018011 0007
@ A complete loading cell set consists of:

Loading cells, mounting plates, loading cell mounting box, weigth indicator incl. display.
Mounting of loading cells are invoiced in regard to time spent, transport and

material consumption.

*All unspecified meassures are in mm. Product overview revised September, 2022. Reservations are made for printing errors and price changes. 22/24
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Delivery and set-up — in Denmark

Zone 1: Zone 2:

Jutland south/Funen Jutland middle/north

Silo size Diameter . . .
Euro per silo Euro per silo Euro per silo
4L-8m’ ? 2400 + + +
13-21m? @ 2400 + + +
26 -40m’ @ 2400 + + +
40-60m? ? 3000 + + +
70-75m’ ? 3000 + + s
80 - 100 m’ ? 3350 + + +
111-150 m? @ 4000 + + +
Zone 1: South of A15 (Ringkgbing — Arhus).
Zone 2: North of A15.
Zone 3: Sjlland/Lolland-Falster/Mgn.
Large silos price depending on size.
Prices for delivery and set-up on the other Danish island will be given per offer.
*All unspecified meassures are in mm. Product overview revised September, 2022. Reservations are made for printing errors and price changes.

Zone 3:

Sealand/Lolland-Falster/Mgn
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Tunetanken

With more than 50 years of experience working with fiber-reinforced
composite materials, their unique advantages and a large standard
product programme we have developed our market position as the
leading Danish manufacturer of storage tanks, industry systems and
silos in composite materials.

Tunetanken markets a large and varied programme of products and
facilities for various purposes as well as supplies a large range of
industries including agriculture, industry, wastewater and water
treatment for energy sector. We produce all our solutions in fiber-
reinforced composite materials — the same materials that are used
in the manufacturing of space shuttles, air planes and wind mills.
With benefits as strength, corrosion resistance and long life cycle,
composites are among the popular materials of the future.

Agro

Tunetanken offers a broad programme of products, facilities and
systems for agriculture. We produce silos, tanks, airtight silos,
grain handling systems, hay and grain drying systems, carcass
covers, slurry systems, shelters, buildings, irrigation systems, barn
inventory et al.

Most of our products are made with the incorporation of fiber-
reinforced composite materials, which with their unique properties
are extremely suitable for the demanding agricultural environment.

Modern composite materials are materials of the future. The
innovative and unmatched technical material properties contribute
greatly to the development of new sustainable products and
solutions, which are necessary for a sustainable future.

Composit

Composite is derived from the Latin word »componere«.

Composite materials are made by combining two or more
materials (physically not chemically), thereby creating a new
material with specially intended and superior properties.

Technical properties of composite materials derive from the
initial qualities and properties of the combined materials, the
combination of the fabrics (matrix, reinforcement, hardener,
additives), as well as, the production processes and conditions.

Possibilities are endless!

www.tunetanken.com mail@tunetanken.com
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